WARNING & OPERATING INSTRUCTION

For users of EYE high pressure sodium lamps
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EYE Sunlux Ace

EYE Improved Colour Rendering Sunlux Ace
EYE Sunlux Super

EYE Sunlux

EYE Ignitron Super

EVYE Ignitron

EYE SDX

EYE SDX PAR

EYE Specialux

. The lamp must have a suitable ballast. If it is connected directly to a

power supply without a ballast, the lamp will instantly fail. This is an
electric discharge lamp for use only with proper auxiliary equipment,
compatible with electrical specifications (e.g. rated lamp watts, supply
volts and frequency, etc.) established by local authorities and the lamp
manufacturer. Failure to comply with this may result in poor lamp
performance and possible personal injury or property damage for
which IWASAKI ELECTRIC COMPANY shall not be held responsible.

. Do not touch hot lamps and keep away from any flammable goods

during operation or immediately after the power is turned OFF.

. Do not scratch bulb or subject lamp to undue pressure.This could result

in lamp breakage.

When installing and replacing a lamp, power must be turned OFF to
avoid possible electric shock hazards.

.When the lamp has failed, replacement should be made as soon as

possible after power is turned OFF.

When replacing a lamp, check the durability of the ballast, the wiring
and the luminaire. If they have deteriorated, replace them with new
ones immediately.

The lamp must have external protection against direct contact with
water to minimize the possibility of glass bulb breakage with the
exception of reflector type ones, unless otherwise noted.

This lamp is suitable for operation in any position.

. For total supply load figures, add auxiliary watts to lamp watts..

. When operating this lamp, the base temperature should not exceed

210°C (410°F) for E40 base and 190°C (374°F) for E27 base, the outer
envelope should not exceed 400°C (752°F).

Do not use this lamp in a fixture designed for less than the rated lamp
wattage.

. Do not use this lamp in a location subject to vibration or shock, unless

an adequate vibration-proof fixture is used.

.Do not use this lamp in a corrosive atmosphere, unless an adequate

corrosion resistant fixture is used.

. The recommended ambient temperature range for this lamp is -60°C

(76°F) minimum; 50°C (122°F) maximum.
The recommended ambient temperature range for EYE SDX and EYE
SDX PAR lamp is -10°C (14°F) minimum; 40°C (104°F) maximum.

. This is a discharge lamp and requires a certain time to restart and

achieve full brightness after a power interruption.

. Where lamps are to be operated continuously, they should be switched

OFF and checked once a week for any abnormalities in order to prevent
ballast damage or suitable protective measures should be taken to
ensure that safety is maintained under this condition.

. At the end of lamp life a number of lamps will exhibit a rectifying effect

and the higher current will flow in the circuit.
In order to prevent the circuit damage, suitable protective measures
should be taken to ensure that safety is maintained.

. Do not turn OFF within 1 minute after lamp starting inorder to avoid

re-start problem.

Operating Instruction
For EYE SDX

1. EYE SDX lamps should be operated on dedicated ballasts and ignitor.
Contact lwasaki Electric Company for further information.

For EYE Specialux

1. EYE Specialux lamps should be operated on standard high pressure
sodium ballasts and ignitor and may be also used on the same ballast
and ignitor as the EYE SDX lamp.

For EYE Sunlux Ace and EYE Sunlux Ace Improved Colour Rendering

1. EYE Sunlux Ace lamps should be operated on reactor type or auto-
transformer type ballasts for mercury lamps (IEC Pub. 60188 M. V. L.
Ballast) which have an open circuit voltage below 265V.

2. The supply voltage should be kept to within £6% of the rated supply
voltage of the ballast.

3. The maximum wiring distances between the ballast and the lamp should
be limited to;

® 50W and 75W: T m

® 110W: 15 m

® 220W and 360W: 25 m
* 660W and 940W: 50 m

because of reduction of pulse voltage.
See the "Allowable External Capacitance" table on the product page for
more details.

4. Replace the lamp after the expiration of the rated life. Some lamps may
continue to operate after their rated average life, however the lamps
that are used after the rated average life do not perform properly on
specification.

For EYE Ignitron and EYE Ignitron Super

1. EYE Ignitron and EYE Ignitron Super should be operated on ballast for
standard high pressure sodium (IEC Pub. 60662) without ignitor.
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