





EYE Cera Arc PAR20, PAR36
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PHYSICAL DATA AND CHARACTERISTICS
Type Watts | Base |Std. Colour Beam Max.Light Ra Rated Burning Fig. | Ref*
(W) Pkg. | Temp.(K) Angle Intensity Av. Life Position | No.
Qty. | orColour (C:)”e"t €) (cd) (hrs)
EYE Cera Arc PAR20 - E27 screw base
CM35P20S/LW 39 E27 ........ 12 3000 .85 0.46 10 123000 920 9000 Any 1 ECG
CM35P20F/LW 39 27 2 3000 .85 0.46 23 7500 90 9000 Any 1 ECG
EYE Cera Arc PAR36 - E27 screw base
CM70P36S/DW 70 90 0.95 27 10000 90 9000 Any 2
CM70P36F/DW 70 90 0.95 70x75 .2200 90 9000 Any 2
CM70P36S/WW 70 90 0.95 27 10000 90 9000 Any 2
CM70P36F/WW 70 90 095  70x75 2200 90 9000 Any 2
CM70P36S/W 70 920 0.95 27 ..‘10000 90 9000 Any 2
CM70P36F/W 70 90 0.95 70x 75 2200 90 9000 Any
CM70P36S/P 70 85 0.82 27 ..1800 = 9000 Any 2
CM70P36F/P 70 85 0.82 50 5200 — 9000 Any 2
CM150P36S/DW 150 95 1.90 32 16000 93 9000 Any 2
CM150P36F/DW 150 95 1.90 70 5500 93 9000 Any 2
CM150P36S/WW 150 95 1.90 32 16000 95 9000 Any 2
CM150P36F/WW 150 95 1.90 70 5500 95 9000 Any 2
CM150P36S/W 150 95 1.90 32 116000 95 9000 Any 2
CM150P36F/W 150 95 1.90 70 5500 95 9000 Any 2
CM150P36S/P 150 95 1.90 35 .9000 = 9000 Any 2
CM150P36F/P 150 95 1.90 70 ..3800 = 9000 Any 2

* Lamps marked ECG in the Ref. column must be used with electronic ballasts manufactured by or approved by Iwasaki Electric to ensure correct operation.

PAR type bulb with E27 screw base ceramic metal halide lamp.
Various wattages and colour temperature types are available in PAR range.

Features

¢ Wide and spot beam types available.

e "Pink" type uses dichroic mirror instead of aluminium coated mirror to
produce translucent pinkish colour ideal for food lighting and display
lighting applications. Please find details of other available PAR36 colours
on the 2800K and Natural Red pages.

¢ UV reduction coating on outer bulb prevents lit objects from fading and
maintains high output with polycarbonate lenses.

Notes:
Warning / Caution notice: download available from website
Operating Instructions: download available from website



