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without ignitor. Direct replacement for standard high pressure mercury 
lamps. 

Features

attractive with reduced color shift and imperceptible lamp to lamp colour 
variation.

glass front providing a low cost, high performance �xture. 

maintains high output with polycarbonate lenses.

Notes:
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PHYSICAL DATA AND CHARACTERISTICS

Type Watts
(W)

Bulb Base Bulb
Finish

Std. 
Pkg. 
Qty.

Colour
Temp.
(K)

Lamp Initial 
Lumens
( m)

Ra Rated
Av. Life
(hrs)

Burning 
Position

Fig.
No.

Voltage 
(V)

Current 
(A)

EYE Cera Arc Ace BT Protected E40 base operates on 400W mercury ballast without ignitor

CM360LS/W/SH/BUD 375 BT116 E40 Clear 12 4100 135 3.25 44000 80 15000 BUD ± 15° 1

CM360FLS/W/SH/BUD 375 BT116 E40 Coated 12 4100 135 3.25 42000 80 15000 BUD ± 15° 2
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Standard MH EYE CERA ARC 360Mercur y
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Good colour rendering

(For use with Mercury ballast without ignitor.)
EYE Cera Arc Ace 360W

Warning / Caution notice:  download available from website
Operating Instructions:  download available from website


