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In General

 1.  This is an electric discharge lamp for use only on proper circuits 

speci�cations established by the local authorities and the lamp 
manufacturer. Failure to comply with this may result in poor lamp 
performance and possible personal injury or property damage for 

during operation or immediately after the power is turned OFF.

 
 

punctured.

   Do not use in areas where people will remain for more than a few 
 

Lamps that will automatically turn o� when the outer envelope is 

possible after power is turned OFF.

and the luminaire. If they have deteriorated, replace them with new 
ones immediately.

 8.  The lamp must have external protection against direct contact with 

 11.  The lamp lumens will vary somewhat according to the operating 
position.

 12.  The lamp must have a suitable ballast. If it is connected directly 
without a ballast, the lamp will instantly fail.

voltage of the ballast.

wattage.

 
and a gradual change in colour throughout life.

   Operating conditions such as mounting and/or voltage variation can 
also e�ect the colour of these lamps.

 17.  When operating this lamp, the base temperature should not exceed 

corrosion resistant-�xture is used.

restart and achieve full brightness after a power interruption.

 22.  Where lamps are to be operated continuously, they should be switched 

ensure that safety is maintain under this condition.

Operating Instruction

For EYE Cera Arc

ballast and ignitor.

400W mercury lamp with ignitor.

400W mercury lamp without ignitor.

For EYE Color Arc

operation.

manufacturer for correct ballast and ignitor.

For EYE Quartz Arc, EYE Clean Arc,  
EYE Multi-Metal, EYE Multi-Metal Tubular

When using this lamp the �xture must be enclosed. Enclosures must be 
made of suitable materials. Enclosures containing EYE Multi Metal lamps 

as a suitable lens or di�user material. End users should contact the �xture 
manufacturer to determine if a suitable enclosure is available.

This lamp should be operated on appropriate ballast and ignitor for metal 
halide lamps.

metal halide 2000W reactor ballast and ignitor.

2000W reactor ballast and ignitor.

ballast for mercury lamp and ignitor for metal halide.

ignitor for metal halide.

ignitor.

temperature is below 

halide without ignitor.

For EYE Multi Super Ace, EYE Multi-Hi-Ace, EYE Clean Ace

1.  This lamp should be operated with the reactor or auto transformer type 

2.  When using this lamp the �xture must be enclosed. Enclosures must be 
made of suitable materials. Enclosures containing these lamps must be 

suitable lens or di�user material. End users should contact the �xture 
manufacturer to determine if a suitable enclosure is available.

may impair or damage the internal ignitor of the lamp. (Except for EYE 
Multi Super Ace)

For Users of EYE Metal Halide Lamps
WARNING & OPERATING INSTRUCTION


