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Self-ballasted mercury R bulb

Features

without additional gears.

Notes:

PHYSICAL DATA AND CHARACTERISTICS

 sttaWepyT
(W)

Bulb Base Std. 
Pkg. 
Qty.

M.O.L. 
(mm)

L.C.L. 
(mm)

Current Approx. 
Beam 
Lumenst

Rated 
AV. Life 
(hrs)

Fig. 
No.

Starting 
(A)

Running 
(A)

160W-HSB/R38 Ref.Fluo. 160 R38 E27 12 160 — 0.88 0.73 1680 10000 (3) 1

160WSB/PAR38 Ref.Fluo. 160 PAR38 E27 12 147 — 0.88 0.73 1680 10000 (3) 2

160WSB/R40 Flood 160 R40 E27 12 203 — 0.88 0.73 1680 10000 (3) 3

250WSB/R40 Flood 250 R40 E27 (E40) 12 203 (210) — 1.43 1.10 3900 12000 (2) 3

250WSB/R40 Ref.Fluo. 250 R40 E27 (E40) 12 203 (210) — 1.43 1.10 3900 12000 (2) 3

275WSB/R40 Flood 275 R40 E27 (E40) 12 203 (210) — 1.60 1.28 4000 12000 (2) 3

275WSB/R40 Ref.Fluo. 275 R40 E27 (E40) 12 203 (210) — 1.60 1.28 4000 12000 (2) 3

275WSB/R44 Flood 275 R44 E27 (E40) 12 210 (213) — 1.60 1.28 4000 12000 (2) 4

275WSB/R44 Ref.Fluo. 275 R44 E27 (E40) 12 210 (213) — 1.60 1.28 4000 12000 (2) 4

300WSB/R40 Flood 300 R40 E27 (E40) 12 203 (210) — 2.00 1.60 4200 12000 (1) 3

300WSB/R40 Ref.Fluo. 300 R40 E27 (E40) 12 203 (210) — 2.00 1.60 4200 12000 (1) 3

300WSB/R44 Flood 300 R44 E27 (E40) 12 210 (213) — 2.00 1.60 4200 12000 (2) 4

300WSB/R44 Ref.Fluo 300 R44 E27 (E40) 12 210 (213) — 2.00 1.60 4200 12000 (2) 4

450WSB/R57 Flood 450 R57 E40 6 320 — 2.80 2.10 8700 16000 (3) 5

450WSB/R57 Ref.Fluo. 450 R57 E40 6 320 — 2.80 2.10 8700 16000 (3) 5

500WSB/R57 Flood 500 R57 E40 6 320 — 3.00 2.20 9100 16000 (3) 5

500WSB/R57 Ref.Fluo. 500 R57 E40 6 320 — 3.00 2.20 9100 16000 (3) 5

750WSB/R57 Flood 750 R57 E40 6 320 — 4.95 3.30 14000 16000 (2) 5

750WSB/R57 Ref.Fluo. 750 R57 E40 6 320 — 4.95 3.30 14000 16000 (2) 5

750WSB/R60 Ref.Fluo. 750 R60 E40 4 390 — 4.95 3.30 14000 16000 (3) 6

1000WSB/R88 Flood 1000 R88 E40 1 415 — 7.70 4.80 20000 16000 (3) 7

1000WSB/R88 Ref.Fluo. 1000 R88 E40 1 415 — 7.70 4.80 20000 16000 (3) 7

1250WSB/R88 Flood 1250 R88 E40 1 415 — 9.80 6.10 26000 16000 (2) 7

1250WSB/R88 Ref.Fluo. 1250 R88 E40 1 415 — 9.80 6.10 26000 16000 (2) 7

   the lamps.

used for outdoor applications.
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Warning / Caution notice:  download available from website


